FOR MAINTENANCE ONLY

DETAIL A-A

NOTES:
1. ALL SPIKE HOLES: U.P. TO BE 11/16" SQUARE AND CNW TO BE 3/4" SQUARE.
2. SPECIFICATIONS AND WORKMANSHIP TO BE IN ACCORDANCE WITH CURRENT A.R.E.A. MANUAL REQUIREMENTS FOR HOT-WORKED, HIGH CARBON STEEL TIE PLATES.
3. ROLL MANUFACTURER'S IDENTIFICATION U.P. RAIL SECTION AND YEAR ROLLED ON TOP OF FIELD SIDE OF TIE PLATE.
4. REF PREVIOUS U.P. STD DWG PAGE 2007 AND PREVIOUS M.P. STD DWG NO. 412-2A

UNION PACIFIC RAILROAD
ENGINEERING STANDARDS

DOUBLE SHOULDER
TIE PLATE
FOR 5 1/2" BASE RAIL

<table>
<thead>
<tr>
<th></th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>ITEM NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>M.P.</td>
<td>1 1/2&quot;</td>
<td>2 1/4&quot;</td>
<td>8&quot;</td>
<td>554-3779</td>
</tr>
<tr>
<td>CNW</td>
<td>1 3/8&quot;</td>
<td>2 1/8&quot;</td>
<td>7 3/4&quot;</td>
<td>554-2015</td>
</tr>
</tbody>
</table>

Copyright © 2019 by Union Pacific Railroad