FIELD PANEL

GAGE PANEL

GAGE PANEL

FIELD PANEL

FIELD PANEL

NOTES:
1. THIS CROSSING IS TO BE INSTALLED ON ROADWAYS WITH HIGHWAY TRAFFIC VOLUMES LESS THAN 600 VEHICLES PER DAY AND LIMITED TRUCK TRAFFIC.

2. AN APPROVED 1/4" THICK CONFORMAL PAD IS REQUIRED BETWEEN CONCRETE TIE AND CONCRETE PANEL.

3. END RESTRAINTS ARE NOT REQUIRED WITH THIS CROSSING.

4. SEE STD DWG 200800 FOR TYPICAL DETAILS CROSSING TYPE - 85C

COMMON STANDARDS

LAYOUT FOR CONCRETE PANELS ON 8'-6" LONG CONCRETE TIES (85C)

<table>
<thead>
<tr>
<th>WEIGHT</th>
<th>ITEM NUMBERS</th>
<th>REV. NO.: 2</th>
<th>DWG NO.: 200400</th>
</tr>
</thead>
<tbody>
<tr>
<td>GAGE 4800 LBS.</td>
<td>133-141 LB. UPRR 133-141 LB. BNSF 540-1310</td>
<td>2</td>
<td>200400</td>
</tr>
<tr>
<td>FIELD 1350 LBS.</td>
<td>NON-STOCK</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>