OPTIONAL 36" STRAIGHT HANDLE
(USE FOR TIGHT CLEARANCE ONLY)

ITEM NO. 557-6957

PLAN VIEW

STAND WITH OPTIONAL
36" STRAIGHT HANDLE

WITH COVER REMOVED

NOTES:
RECOMMENDED USE: OTHER THAN MAIN TRACK.

IT IS RECOMMENDED THAT SWITCH STANDS
BE INSPECTED AND LUBRICATED AT LEAST ONCE A
YEAR IN BUSY LOCATIONS OR ADD OIL IN "OIL CUPS"
WITH ANY GOOD GRADE ENGINE OIL. RECOMMEND OIL
WITH GRAPHITE CONTENT (SUMMER-80, WINTER-
80D).

IF SWITCH STAND IS DISASSEMBLED, REGREASING
OF ALL INTERNAL PARTS IS REQUIRED. APPLY GREASE
LIBERALLY IN "THRUST BUSHING" CAVITY, BOTH ENDS
"SPRING BASE", "SPINDLE" SLOT, AND ALL BEARING
SURFACES (TEXACO NO.304 GREASE).

STAND TO BE SECURED TO HEADBLOCK TIES UTILIZING
15/16" X 7" COACH SCREWS OR STANDARD CUT SPIKES.

FOR COACH SCREWS: SEE STD DWG 0450
FOR SWITCH TARGET DETAILS: SEE STD DWG 2020
FOR TRACK IDENTIFICATION: SEE STD DWG 2205
FOR CONNECTING ROD ASSEMBLY: SEE STD DWG 2175
FOR SWITCH PADLOCK: SEE STD 2252

UNION PACIFIC RAILROAD
ENGINEERING STANDARDS

NO. 22-E
SWITCH STAND

ITEM NO.
557-6956

STD DWG
2116C

Copyright © 2012 by Union Pacific Railroad