NO. 1 SWITCH ROD FOR SPRING SWITCH
ITEM NO. 557-4752

NOTES:
1. SEE H STAND (SHOWN), NO. 6, 112-E OR 20H STANDS
   APPROVED FOR USE WITH SPRING SWITCHES.
   STANDS TO BE SECURED TO HEADLOCKS WITH
   MOUNTING KIT ITEM NO. 557-7387. DISTANCE FROM
   C/L OF TRACK TO SWITCH STAND DEPENDENT ON
   BUFFER LENGTH FURNISHED. CONNECTING EYE ON
   BUFFER MUST MATCH STAND TYPE FURNISHED.

2. ONLY DOUBLE REINFORCED SWITCH POINTS AND
   A SPECIAL ROD TO BE USED ON SPRING SWITCHES.

3. SEE UP DWG 2235 FOR RODS 2-4 (ITEM NO 557-5583).

4. PALE SEMAPHORE OIL (ITEM NO. 310-8851) OR
   MANUFACTURER RECOMMENDED FLUID TO BE
   USED IN SPRING SWITCH BUFFER DEVICE. FLUID
   SHOULD BE CHECKED MONTHLY.

5. REFER TO GCOR 9.23.1 CONCERNING BLOCKING
   SPRING SWITCHES WHEN OPERATING IN OTHER
   THAN SIGNALING DIRECTION.

UNION PACIFIC RAILROAD
ENGINEERING STANDARDS

SPRING SWITCH
COMPONENTS